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49 CFR Ch. V (10–1–06 Edition) § 565.4 

(j) Model Year means the year used to 
designate a discrete vehicle model, ir-
respective of the calendar year in 
which the vehicle was actually pro-
duced, provided that the production pe-
riod does not exceed 24 months. 

(k) Plant of manufacture means the 
plant where the manufacturer affixes 
the VIN. 

(l) Series means a name that a manu-
facturer applies to a subdivision of a 
‘‘line’’ denoting price, size or weight 
identification and that is used by the 
manufacturer for marketing purposes. 

(m) Trailer kit means a trailer that is 
fabricated and delivered in complete 
but unassembled form and that is de-
signed to be assembled without special 
machinery or tools. 

(n) Type means a class of vehicle dis-
tinguished by common traits, including 
design and purpose. Passenger cars, 
multipurpose passenger vehicles, 
trucks, buses, trailers, incomplete ve-
hicles and motorcycles are separate 
types. 

(o) VIN means a series of Arabic num-
bers and Roman letters that is assigned 
to a motor vehicle for identification 
purposes. 

[61 FR 29033, June 7, 1996, as amended at 70 
FR 23939, May 6, 2005] 

§ 565.4 General requirements. 
(a) Each vehicle manufactured in one 

stage shall have a VIN that is assigned 
by the manufacturer. Each vehicle 
manufactured in more than one stage 
shall have a VIN assigned by the in-
complete vehicle manufacturer. Vehi-
cle alterers, as specified in 49 CFR 
567.7, shall utilize the VIN assigned by 
the original manufacturer of the vehi-
cle. 

(b) Each VIN shall consist of seven-
teen (17) characters. 

(c) A check digit shall be part of each 
VIN. The check digit shall appear in 
position nine (9) of the VIN, on the ve-
hicle and on any transfer documents 
containing the VIN prepared by the 
manufacturer to be given to the first 
owner for purposes other than resale. 

(d) The VINs of any two vehicles 
manufactured within a 30-year period 
shall not be identical. 

(e) The VIN of each vehicle shall ap-
pear clearly and indelibly upon either a 
part of the vehicle, other than the glaz-

ing, that is not designed to be removed 
except for repair or upon a separate 
plate or label that is permanently af-
fixed to such a part. 

(f) The VIN for passenger cars, multi-
purpose passenger vehicles and trucks 
of 4536 kg or less GVWR shall be lo-
cated inside the passenger compart-
ment. It shall be readable, without 
moving any part of the vehicle, 
through the vehicle glazing under day-
light lighting conditions by an ob-
server having 20/20 vision (Snellen) 
whose eye-point is located outside the 
vehicle adjacent to the left windshield 
pillar. Each character in the VIN sub-
ject to this paragraph shall have a min-
imum height of 4 mm. 

(g) Each character in each VIN shall 
be one of the letters in the set: 
[ABCDEFGHJKLMNPRSTUVWXYZ] or 
a numeral in the set: [0123456789] as-
signed according to the method given 
in § 565.5. 

(h) All spaces provided for in the VIN 
must be occupied by a character speci-
fied in paragraph (g) of this section. 

(i) The type face utilized for each 
VIN shall consist of capital, sanserif 
characters. 

§ 565.5 Motor vehicles imported into 
the United States. 

(a) Importers shall utilize the VIN as-
signed by the original manufacturer of 
the motor vehicle. 

(b) A passenger car certified by a 
Registered Importer under 49 CFR part 
592 shall have a plate or label that con-
tains the following statement, in char-
acters with a minimum height of 4 mm, 
with the identification number as-
signed by the original manufacturer 
provided in the blank: SUBSTITUTE 
FOR U.S. VIN: llllll SEE PART 
565. The plate or label shall conform to 
§ 565.4 (h) and (i). The plate or label 
shall be permanently affixed inside the 
passenger compartment. The plate or 
label shall be readable, without moving 
any part of the vehicle, through the ve-
hicle glazing under daylight lighting 
conditions by an observer having 20/20 
vision (Snellen) whose eye-point is lo-
cated outside the vehicle adjacent to 
the left windshield pillar. It shall be lo-
cated in such a manner as not to cover, 
obscure, or overlay any part of any 
identification number affixed by the 
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